PECORA
‘9 CORPORATION

ARCHITECTURAL
SILICONE SEALANTS

For Non-Standard Colors—minimum order quantity per color:
» 30 gallons for cartridges, sausages, and pails

Custom colors available upon request.

g?';? NOTE: This guide o ers a representation of color: when matching
is critical, a cured or applied color sample is highly recommended.

STANDARD COLOR GUIDE /////////// | Sealant Calculator |
/ bit.ly/3cIP1QG

864NST & 890NST & 895NST

HIGH PERFORMANCE SILICONE WINDOW & DOOR SEALANTS, NON STAINING TECHNOLOGYfi

TRU WHITE HARTFORD GREEN 196

PRECAST 13 RED ROCK 955
BEIGE BLACK 012
LIMESTONE CHARCOAL GRAY “Available in 895NST Only:
ANODIZED ALUMINUM CLASSIC BRONZE P

300 SL 898NST 860

SELF LEVELING PAVEMENT JOINT SEALANT SANITARY MILDEW RESISTANT SILICONE GLAZIERS & CONTRACTORS
SEALANT, NON STAINING TECHNOLOGYfi SILICONE SEALANT
PAVEMENT GRAY 809
LIMESTONE TRU WHITE

METALLIC ALUMINUM 027

301 NS

NON SAG SILICONE HIGHWAY & PAVEMENT
JOINT SEALANT

PAVEMENT GRAY 809

LIMESTONE
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