
PREVENT CRACKS &  
WATER DAMAGE
Elastomeric and Non-Elastomeric 
Wall Coatings
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Elastomeric wall coatings make structures waterproof 
by creating a flexible water barrier, thick enough to 
seal and bridge hairline cracks. 

WALL COATINGS

WeatherClad® WT
Pecoraʼs WeatherClad® WT, our non-elastomeric 
alternative, is highly durable, o"ering dirt and 
mildew resistance at a potentially more cost-
e#cient price point. (pages 5–6)

WeatherClad®
Pecora’s WeatherClad® o"ers superior sealing, 
adhesion, and elasticity characteristics to ensure 
excellent long-term waterproofing protection for 
surfaces subject to thermal movement. (pages 7–8)

THE PRODUCTS
Pecora P-165
Pecora's P-165 is a high-performance primer 
designed to prepare above-grade interior or 
exterior masonry surfaces for maximum adhesion 
of WeatherClad® and WeatherClad® WT. (page 3)

SilcoPrime
Pecora's SilcoPrime is an STPU (silyl-terminated 
polyurethane) based interlaminary primer formulated for 
restoration of exterior masonry walls and EIFS panels 
with a pre-existing silicone-based coating. (page 4)
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PECORA TECHNICAL 
SERVICES
Pecora representatives are available to assist you 
in selecting an appropriate product and to provide 
on-site application instructions and/or to conduct 
job site inspections. 

For further assistance, call the Pecora Technical 
Service at (800) 523-6688. 

WARRANTY
Pecora Corporation warrants its products to be free of defects. Under this warranty, Pecora Corporation 
will provide, at no charge, replacement materials for, or refund the purchase price of, any product proven 
to be defective when used in strict accordance with Pecora Corporation's published recommendations 
and in applications considered by Pecora Corporation as suitable for the product in question. 

The determination of eligibility for this warranty, or the choice of remedy available under this warranty, 
shall be made at Pecora Corporation’s sole discretion and any decisions made by Pecora Corporation 
shall be final. 

This warranty is in lieu of any and all other warranties, expressed or implied, including, but not limited to, 
a warranty of merchantability or fitness for a particular purpose and in no case will Pecora Corporation 
be liable for damages other than those expressly stated in this warranty, including, but not limited to, 
incidental or consequential damages.
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PECORA P-165

BASIC USES
 » To prime new vertical precast and poured concrete surfaces,  

concrete block, stucco, brick, and tilt-up masonry structures.

 » For use with Pecora WeatherClad® and WeatherClad® WT elastomeric 
acrylic wall coating.

ADVANTAGES
 » Alkali- and e$orescence-resistant.

 » Superior penetration into substrate.

 » Quick drying.

 » Excellent adhesion.

Color: available in White.

PRODUCT DESCRIPTION
P-165 is a high-performance, acrylic primer to be used with 
Pecora’s WeatherClad® and WeatherClad® WT wall coating. 
P-165 is designed to prepare above-grade interior or exterior 
masonry surfaces for maximum adhesion of WeatherClad® 
and WeatherClad® WT.

ACRYLIC MASONRY PRIMER
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PECORA SILCOPRIME
STPU-BASED PRIMER FOR EXTERIOR-GRADE ARCHITECTURAL WALL COATINGS

BASIC USES
Adhesion-promoting prime coat for use when applying exterior-grade 
architectural wall coatings over existing silicone-based coatings on 
above-grade exterior masonry, EIFS, or metal panel substrates.

ADVANTAGES
 » Extensive laboratory and field testing for durability 

and performance.

 » Easy application with brush, roller, or sprayer at 3–5 
wet mil thickness.

 » Low-temperature application down to 10ºF.

 » Meets federal and local VOC regulations.

LIMITATIONS
 » Not for use on below-grade applications or for 

immersion service. 

 » Dilution or thinning with solvents or paint thinner 
is not recommended.

 » Not for use as stand-alone topcoat.

Color: available in White.

PRODUCT DESCRIPTION
SilcoPrime is an STPU-based prime coat, specifically formulated to 
act as an interlaminary primer for restoration of exterior masonry walls 
and EIFS panels with pre-existing silicone-based coatings. SilcoPrime 
promotes adhesion at the interface of exterior-grade, non-silicone-
based architectural wall coatings applied over existing silicone-based 
wall coatings.
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BASIC USES
WeatherClad® WT is an exterior acrylic wall coating designed for use 
on a variety of common building substrates including, but not limited to, 
precast concrete, concrete block, brick, stucco, EIFS, primed metal, fiber 
cement siding, wood, plywood, and previously painted surfaces.

PRODUCT DESCRIPTION
WeatherClad® WT is a one-component, 100% acrylic-based, 
waterborne, exterior-grade, architectural wall coating that o"ers 
excellent color retention, chalk resistance, and superior adhesion 
to a variety of common building substrates.

EXTERIOR-GRADE, 100% ACRYLIC, ARCHITECTURAL WALL COATING

WEATHERCLAD® WT

WEATHERCLAD® WT LIMITATIONS

 » Do not apply to frozen or frost-covered 
surfaces or at temperatures at or below  
40°F (4°C) or when temperatures are expected 
to drop below 40°F (4°C) within 24 hours  
after application.  

 » Not for use where there may be hydrostatic 
water transfer from the back of the substrate.

 » Do not use on horizontal tra#c-bearing 
surfaces.

 » Not recommended for over-active joints or 
cracks in concrete or masonry.

 » Not for use on below-grade applications or  
in areas of continuous immersion.

 » Do not apply to improperly sealed substrates  
that are subject to rising dampness or  
migrating moisture. 

 » Do not apply if rain is expected within  
24 hours of application.
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NON-ELASTOMERIC 
An acrylic coating can be a cost-e"ective and durable alternative for 
protecting and enhancing the appearance of architectural surfaces.

WEATHERCLAD® WT CONSIDERATIONS

BREATHABILITY 
Allows moisture to escape from behind the coating, 
preventing moisture buildup and potential damage 
to the underlying surface. 
 
VERSATILITY 
Suitable for a wide variety of surfaces, including 
concrete, stucco, and masonry.

 » Ideal for use in a variety of architectural 
applications (such as surfaces with detail work 
behind the wall itself). 

COST-EFFECTIVENESS 
Often less expensive than other types of coatings 
(elastomeric) while still providing excellent 
protection and longevity.

DURABILITY 
High durability, easily withstanding e"ects of 
weathering and exposure to UV radiation without 
cracking or fading. 
 
RESISTANCE TO DIRT AND MILDEW 
A smooth, non-porous surface makes it di#cult for 
dirt, mildew, and other contaminants to stick.

 » Maintenance is easier, and the coating enjoys a 
longer lifespan.  

EASE OF APPLICATION 
Simple to apply, therefore appealing to both 
professional contractors and DIY.
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BASIC USES
WeatherClad® can be used on exterior concrete, stucco, concrete 
block, EIFS, and previously painted surfaces. Hairline cracks (less 
than 1/16-inch in width) can also be filled.

PRODUCT DESCRIPTION
WeatherClad® is a breathable, high-solids, acrylic, elastomeric coating 
for exterior masonry surfaces. It has exceptional flexibility, sealing, and 
adhesion characteristics to provide optimal protection for surfaces 
subject to thermal movement.

ELASTOMERIC ACRYLIC WALL COATING

WEATHERCLAD®

WEATHERCLAD® LIMITATIONS

 » Do not apply to frozen or frost-covered 
surfaces or at temperatures (substrate or 
ambient) at or below 40ºF (4ºC) or when 
temperatures are expected to drop below 
40ºF (4ºC) within 24 hours after application.

 » Not for use on sloped or horizontal surfaces.

 » Do not use on below-grade applications or for 
immersion service.

 » Do not apply to improperly sealed substrates  
that are subject to rising dampness or  
migrating moisture.

 » Do not apply if rain is expected within 24 
hours of application.

 » Application of non-elastomeric topcoats  
could reduce the performance properties  
of WeatherClad®.

 » Avoid storage at temperatures below 35ºF.

 » Not for use where there may be hydrostatic  
water transfer from the back of the substrate.

 » Do not apply over cracks greater than  
1/16-inch in width.

 » Keep from freezing while in storage.
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WEATHERCLAD® CONSIDERATIONS

FLEXIBILITY 
Designed to expand and contract as the building 
expands and contracts with temperature fluctuations.

 » Helps to prevent cracking and other forms of 
damage, which can lead to leaks and premature 
failures. Can bridge existing hairline cracks. 

BREATHABILITY
Allows moisture to escape from a building’s interior. 

 » Helps to prevent moisture buildup and mold 
growth, which can be harmful to the building  
and the people inside.  

AESTHETICS
Comes in a range of colors and textures, making  
it a versatile choice for building exteriors.

DURABILITY
Highly durable and resistant to weathering, UV 
radiation, and other environmental factors that can 
damage a building’s exterior.

 » Generally, a good choice for buildings in areas 
with harsh weather conditions. 

COST
Can be more expensive than non-elastomeric, but 
often more cost-e"ective in the long run, due to 
durability and lower maintenance requirements.

ELASTOMERIC 
It has the rubber-like properties of a polymer, such as the ability to regain 
its original shape when a load is removed from the material. Elastomeric 
is the standard for exterior wall coatings.
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Ph: (215) 723-6051 · (800) 523-6688 
Fx: (215) 721-0286 
pecora.com 

The Pecora Protects Promise is about more than high-quality sealants, air barriers, and 
tra#c coatings. It’s a promise to you, to your project, and to your reputation. We’re 
hands-on and always here when you need us. Ready to make recommendations, answer 
questions, work through decisions, and help you find the best solution for your job. 
It’s a promise of partnership. Pecora—protecting projects and reputations since 1862.

THE PECORA PROTECTS PROMISE

©Pecora Corporation 2023, All Rights Reserved.  
PECORA is the registered trademark of Pecora Corporation and/or its a#liates.


