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Freshly poured concrete or “green” concrete can present challenges when attempting to achieve adequate sealant 
adhesion.  The inherently high moisture content and pH of green concrete can adversely affect the sealant bond 
resulting in adhesive failures. 
 
Based on extensive laboratory adhesion testing per ASTM C794 
procedures, Pecora has identified and approved several joint sealants for 
use on green concrete.  The concrete used in testing was cured for 24 
hours prior to sealant and primer application.  All sealants were applied 
and cured at 77°F / 50% RH.  Following a 21-day cure period, the 
sealants were evaluated for peel adhesion with and without primer. 
 
Be aware that all curing and sealing compounds must be removed prior 
to applying the joint sealants.   
 
The following Pecora joint sealants are approved for use on green concrete.  Priming may be required as noted 
below.  

 
Pecora Joint Sealant Sealant Chemistry Primer Requirements 

DynaTred Two-Part, Non-Sag Polyurethane NONE* 

DynaTrol II Two-Part, Non-Sag Polyurethane NONE* 

DynaTrol II-SL Two-Part, Self-Leveling 
Polyurethane NONE* 

DeckSeal One-Part, Non-Sag Polyurethane NONE* 

DynaTrol I-XL Hybrid One-Part, Non-Sag STPU (Hybrid) P-200, P-225 

NR-201 One-Part, Self-Leveling  
STPU (Hybrid) P-225 

300SL One-Part, Self-Leveling Silicone P-200 

301NS One-Part, Non-Sag Silicone P-200 

322FC Two-Part, Self-Leveling Silicone P-200 

PCS One-Part, Non-Sag Silicone P-200 
*Pecora P-75, P-150, and P-200 sealant primers also approved for use. 
 
Field Adhesion Testing Considerations 
Field adhesion testing cannot be effectively conducted on green concrete due to the time-sensitive nature of early 
sealant application. A primary advantage of using approved Pecora sealants on green concrete is the ability to 
install them as soon as 24 hours after the concrete has been poured. Performing field adhesion tests would require 
a waiting period of 7 to 21 days to allow for adequate sealant curing prior to evaluation, thereby eliminating the 
practical and performance benefits associated with early application. 
Therefore, strict adherence to Pecora’s published primer recommendations is required to ensure optimal 
adhesion and long-term performance. These primer guidelines are based on extensive laboratory testing 
conducted under controlled conditions in accordance with ASTM C794 procedures and provide the most reliable 
assurance of sealant adhesion when working with green concrete. 
 
Pecora Technical Services can be reached at techservices@pecora.com or 1-800-523-6688. 


