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Recommended Pecora Products for Use as Concrete Repair Mortar 
 
The following Pecora products may be successfully mixed with silica sand aggregate to create a formable, trowel-grade and/or screed-able 
concrete repair mortar for patching and leveling of flat and sloped concrete slabs.  Recommended products include two-component 
polyurethane-based traffic coatings and an epoxy-based joint sealant.   
 
Concrete Repair Mortar - Mix Ratios 

Pecora Product Silica Sand Mesh 
Size 

Recommended Mix Ratio 
by Volume, 

Sand to Material 

Application Type / 
Grade 

Work Life @ 75°F, 
minutes 

Pecora Deck HB1000  
Two Component, High 
Build, Industrial Grade 

Traffic Coating 

12/20 1.25:1 Trowel, Screed  20 

16/35 1.5:1 Trowel, Screed  20 

Dynapoxy EP-1200  
Two-Component, Pick 
Proof Security Sealant 

12/20 1.25:1 Formable, Trowel 75 

 
Due to variations in aggregate throughout supply chain it is always a good practice to start with less than suggested 

aggregate amounts until the proper application consistency is reached. 
 
Concrete Repair Mortar Mixing & Application Guidelines, by product: 
 
Pecora Deck HB1000 

1. Ensure the area to be repaired is clean, dry, and free of contamination.  Extremely smooth concrete may require an abrasive blast 
or mechanical abrasion to promote adhesion of the repair materials.  

2. Pre-mix silica sand aggregate and base (Part A) component by adding the aggregate to base material (Part A) and mixing with an 
appropriately sized Jiffy style mixer for one (1) minute. 

a. Before mixing, transfer the base material to a larger mixing vessel that will accommodate all components.   
3. Add entire contents of activator (Part B) to the pre-mixed base/sand mixture.  Mix for an additional two (2) minutes. 
4. Immediately pour mixed material onto the area requiring repair.  Use a masonry trowel to spread the material.   
5. Use a masonry screed to evenly distribute the repair material to create a smooth and level application.  Repeat as necessary to fill 

any low spots.   
6. Wash all tools with Isopropyl alcohol or mineral spirits.   

 
Dynapoxy EP-1200 

1. Ensure the area to be repaired is clean, dry, and free of contamination.  Extremely smooth concrete may require an abrasive blast 
or mechanical abrasion to promote adhesion of the repair materials.  

2. Activate the material by combining the base and entire contents of the activator.  
3. Transfer pre-mixed material to a five (5) gallon pail.   
4. Add approximately two (2) gallons of sand to 1.5 gallons of activated EP-1200. The amount of sand needed to achieve a mortar 

consistency may vary depending on sand particle size.   
5. Mix sand into activated EP-1200 using a butterfly style mixing paddle until a trowelable consistency is achieved.  
6. Use a trowel to apply and form the patching compound as desired. 
7. Wash all tools with Isopropyl alcohol or mineral spirits.   

 
Field Testing and Mockups 
Mockups under representative site conditions are highly recommended to determine appropriate repair mortar consistency for the concrete 
repair at hand.  Repair mortar adhesion should be verified via the approved Pecora test methods.  Consult Pecora Technical Service for 
details regarding field test procedures and performance requirements.   

 


