
NOTES:
- SEE HB1100-SA APPLICATION GUIDE for SYSTEM COAT and COATING THICKNESSES and INSTALLATION INSTRUCTIONS.
- CONTACT PECORA TECHNICAL SERVICE FOR COMPONENTS and SIZING OF DYNASPAN EXPANSION JOINT SYSTEM.

PECORA DYNATRED SEALANT w/P-75 PRIMER on
PREMOLDED STRIP & CONCRETE SURFACES
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PREMOLDED STRIP EXP'N JT
SYSTEM: PECORA DYNASPAN

NON-ASPHALTIC
COMP  FILLER (NOT
by PECORA)

TOP COAT: PECORA-DECK
HB1100-SA

PRIMER (WHERE REQ'D):
PECORA P-801-VOC, P-808 or
DYNAPOXY HEALER/SEALER

CAST-IN-PLACE or PRECAST CONCRETE DECK or SLAB

DECK-to-WALL EXP. JOINT with DYNASPAN
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Pecora Corporation is a
manufacturer of materials
and not a licensed design
professional.  Details
prepared by Pecora are
schematic only and are 
offered as a guide for the
convenience of Pecora's.
customers.
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PECORA-DECK HB1100-SA ONE-STEP TRAFFIC COATING
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