INTERIOR EXTERIOR
LINE OF AIR, VAPOR, &
WATER CONTROL LAYERS

— v ] __—— STRUCTURAL METAL STUD OR WOOD FRAMED
& SHEATHED EXTERIOR WALL CONSTRUCTION

WEATHER BARRIER & VAPOR-IMPERMEABLE
1.~ ARBARRIER: PECORA XL-PERM (ULTRA) NP - APPLY
TO SHEATHING AT 17-20 WET MILS (14-17 MILS DFT)

PENETRATING ITEM \

MIN 1/2" CONTINUOUS FILLET BEAD OF PECORA
XL-FLASH LIQUID FLASHING & JOINT FILLER
(FULL PERIMETER)

FILL VOIDS WIDER THAN 1/2" WITH SPRAY FOAM
INSULATION - CUT FLUSH WITH FACE OF SHEATHING
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Pecora Corporation is a

PE C OR A manuracirer of materii 07 27 00 AIR BARRIERS / B2010.80 EXTERIOR WALL SUPP COMPONENTS
and not a licensed design
professional. Details XL-PERM (ULTRA) NP

® repared by Pecora are
CORPORATION Schematc ol andare SHEATHING PENETRATION-SPRAY FOAM & LIQUID FLASHING

offered as a guide for the

Architectural Weatherproofing Products | convenience of Pecora’s.
customers.
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